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SUMMARY
A study of stress corrosion cracking (SCC) suscepti-
bility of API X70 pipeline steel exposed to a synthetic 
soil solution at room temperature and atmospheric 
pressure through slow strain rate tests (SSRT) was 
carried out. Electrochemical noise (EN) measure-
ments were recorded during SSRT in order to study 
the SCC process. Additionally, polarization curves 
(PC) to evaluate the corrosion were carried out. Char-
acteristic current transients were identified and as-
signed to different processes. EN measurements were 
analyzed in the time and frequency domain. The cur-
rents transients and localization index (LI) indicate 
that at the beginning of the test, in the elastic and 
yielding strength zone, the corrosion is dominant by 
not much transients with low amplitude and frequen-
cy. At the maximum strength (UTS) and before frac-
ture, the presence of transients increased. The highest 
corrosion rate, obtained by Rn and Zn, were obtained 
in the plastic zone before of the facture. A superficial 
analysis obtained by scanning electron microscopy 
(SEM) was carried out on surface of the samples and it 
revealed the presence of some micro-cracking in the 
gage section of SSRT specimens. According to SCC 
index and SEM observations the X70 steel has low 
SCC susceptibility at the conditions studied.
Keywords: Stress corrosion cracking (SCC); elec-
trochemical noise (EN); polarization curves (PC); 
slow strain rate tests (SSRT), X70 steel.
RESUMEN
Se ha llevado a cabo un estudio de la susceptibilidad al 
agrietamiento por corrosión y esfuerzo (SCC) del acero 
de tubería API X70 expuesto a una solución sintética de 
agua del suelo a temperatura ambiente y a presión at-
mosférica y se han utilizado pruebas a baja velocidad de 
deformación (SSRT). Las mediciones de ruido electro-
químico (EN) se registraban durante las SSRT con el 
objetivo de estudiar el proceso de SCC. Adicionalmen-
te, se llevaban a cabo las curvas de polarización (PC) 
para evaluar la corrosión. Se identificaban corrientes 
transitorias y se asignaban a diferentes procesos. Las 
mediciones EN se analizaban en el dominio de tiempo 
y frecuencia. Los transientes de corriente e índice de 
localización indicaron que al inicio de la prueba en la 
zona elástica y en la zona de cedencia, la corrosión es 
dominada por algunos transientes de baja amplitud y 
frecuencia. En el punto de resistencia máximo (UTS) 
y antes de la fractura, aumentaba la presencia de fenó-
menos transitorios. Las velocidades de corrosión más 
elevadas, obtenidas por Rn y Zn, se alcanzaban en la 
zona plástica antes de la fractura. Un análisis super-
ficial obtenido mediante microscopía electrónica de 
barrido (SEM) se llevaba a cabo en la superficie de las 
muestras y revelaba la presencia de algunas microgrie-
tas en la sección calibrada de las muestras SSRT. De 
acuerdo con el índice SCC y las observaciones SEM el 
acero X70 tiene baja susceptibilidad SCC en las condi-
ciones estudiadas.
Palabras clave: Agrietamiento por corrosión y es-
fuerzo (SCC); ruido electroquímico (EN); curvas de 
polarización (PC); pruebas de tensión a baja velocidad 
de deformación (SSRT); acero X70.
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RESUM
S’ha dut a terme un estudi de la susceptibilitat per 
corrosió de fissuració deguda a tensions (SCC) del 
acer de tubs API X70 exposat a una solució sintèti-
ca d’aigua del terra a temperatura ambient i a pres-
sió atmosfèrica i s’han utilitzat probes o tests a una 
velocitat baixa de deformació (SSRT). Les medici-
ons del soroll electroquímic (EN) es registraven 
durant les SSRT amb l’objectiu d’estudiar el pro-
cés SCC. Addicionalment, es portaven a terme les 
corbes de polarització (PC) per avaluar la corrosió. 
S’identificaven corrents transitòries i s’assignaven 
a diferents processos. Les medicions EN eren ana-
litzades en el domini de temps i freqüència. Les 
corrents transitòries i l ’índex de localització (LI) 
indican que al inici de la prova, en la zona del límit 
elàstic o resistència a la elongació, la corrosió està 
dominada per fenòmens transitoris de baixa am-
plitud i freqüència. En el punt de resistència mà-
xim (UTS) i abans de la fractura, s’incrementava 
la presencia de fenòmens transitoris. Les velocitats 
de corrosió mes elevades, obtingudes per Rn i Zn, 
es trobaven a la zona plàstica abans de la fractura. 
Una anàlisi superficial obtinguda mitjançant mi-
croscòpia electrònica de rastreig (SEM) es portava 
a terme en la superfície de les mostres i revelava la 
presencia de micro-cracking en la secció de cali-
brat de les mostres SSRT. D’acord amb l’índex SCC 
i les observacions SEM l’acer X70 te baixa suscep-
tibilitat SCC en les condicions estudiades.
Paraules clau: Corrosió de fissuració deguda a 
tensions (SCC); soroll electroquímic (EN); corbes 
de polarització (PC); proves a baixa velocitat de de-
formació (SSRT); acer X70.
1. INTRODUCTION
The stress corrosion cracking (SCC) is one of the 
most common cause of failure for buried pipelines 
steel transporting oil and its derivatives; one of the 
main factors of this fact, is the stress produced by 
operation pressure and the movement of the pipe-
line induced by the soil and its natural movement. 
1,2 In addition, as the exposure time increase, the 
coating may deteriorate and detach, allowing that 
a corrosive medium may be in contact with the ex-
ternal surface of the pipeline. 3
The conditions mentioned above induced two 
type of SCC in pipeline steel: 1) SCC at high pH, 
that it can occur by the generation of a concentrate 
solution of bicarbonates-carbonates (pH > 9) pro-
ducing a localized corrosion with an intergranular 
crack morphology. The mechanism of this SCC is 
attributed to the selective anodic dissolution of the 
grain boundaries and to the rupture of the passive 
layer in the tip of the crack. On the other hand, 
the second type correspond to the SCC that it hap-
pen at almost neutral pH (6 to 8.5). This SCC has 
been associated to the diluted solutions generated 
by the underground water producing a localized 
corrosion with transgranular crack morphology. 
In this case, the mechanism is not well defined, 
but some studies indicate that the cracking may be 
attributed to the synergic effect between the anod-
ic dissolution and the hydrogen embrittlement. 4-6
Different electrochemical techniques have been 
used to estimate the risk of the SCC. The potentio-
dynamic polarization curves (PC) is one of these 
techniques; it has been used to predict the SCC 
process and to establish a susceptibility potential 
range in pipeline steel.7 Another technique is the 
electrochemical noise (EN). This technique study 
the f luctuations of the potential and current gener-
ated by the corrosion process when the metal does 
not have any perturbation (at open circuit poten-
tial-OCP). 8
The EN application to detect and monitoring the 
SCC process in laboratories is widely accepted by 
many researchers. Cottis et al. 9 was one of the first 
researchers that reported the study of the SCC by 
EN. They measured and analyzed the noise of the 
current and potential generated by three different 
electrolyte-metal systems; they found an incre-
ment in the noise level generated by the sample 
under stress at the beginning of the cracks and a 
decrement of this noise level, as the crack prop-
agates. In addition, Gonzales et al. 10 carried out 
some studies about the differences between gen-
eral and localized corrosion in a steel immersed 
in thiosulfate solution. The analysis of the EN in 
the time domain showed current transients with 
high intensity and low frequency during the SCC 
process, this behavior indicated the presence of a 
localized corrosion type. On the other hand, when 
the steel was passivated and/or under uniform cor-
rosion, current transients with low intensity and 
high frequency were found. It is important to point 
out that many studies of SCC using the EN tech-
nique has used the slow strain rate test machine 
mainly in stainless steel samples. 11-15 González 
10,12 used the EN in order to detect the beginning 
and propagation of the cracks in SCC process in a 
martensitic stainless steel sample immersed in an 
acid and deaerated NaCl brine and correlated the 
potential transients with the nucleation and propa-
gation of the cracks. Another technique used is the 
electrochemical emission spectroscopy (EES). This 
technique has been used in the study of corrosion 
processes. 14-16 The EES technique use the typical 
three electrodes array used in the EN study, but in 
this case, the second working electrode is a plati-
num (Pt) microelectrode. The EES is based in the 
supposition that the majority of the electrochemi-
cal noise is generated by the working electrode (for 
example stainless steel or carbon steel samples) 
and the noise generated by Pt is insignificant. This 
fact permit the study of the more active electrode. 
17
Contreras et al. 18 used this EES arrangement, 
with an X52 low carbon steel as working electro-
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de in order to determine its susceptibility against 
SCC. In real time, he used the electrochemical noi-
se for the corrosion analysis of this steel.
The focus of this investigation was to apply the 
electrochemical noise (EN) as a tool to detect 
stress corrosion cracking (SCC) in X70 pipeline 
steel exposed to a synthetic soil solution called 
NS4 at room temperature. The electrochemical 
potential and current noise were measured simul-
taneously during SSRT. Relation between EN and 
SCC process was analyzed.
2. EXPERIMENTAL PROCEDURE
2.1. Working electrode
The material used in the present study as working 
electrode was an API 5L X70 pipeline steel. Steel 
samples were obtained from a pipeline, which had 
an external diameter of 36 in. (914.4 mm) and wall 
thickness of 0.902 in. (22.91 mm). The samples 
used in the slow strain rate test were machined 
according to NACE TM 0198. 19 For EN measure-
ments, cylindrical tensile samples obtained from 
X70 steel were used as working electrode.
2.2. Synthetic soil solution
A simulated ground water solution (called NS4) 
with pH 8 as the corrosive environment was used. 
NS4 synthetic solution has been widely used to 
simulate the soil solution in the study of near neu-
tral pH-SCC behavior. Another synthetic soil solu-
tion like NS1, NS2, NS3, NS4, NOVA and C1 has 
been used in SCC studies. 20-22
2.3. Experimental set up
The electrochemical measurements were carried 
out in a Potentiostat/Galvanostat using a typical 
electrochemical cell with a three electrodes array. 
The electrochemical techniques used were poten-
tiodynamic polarization curves (PC) and electro-
chemical noise (EN). For EN measurements, SSRT 
specimens of X70 steel were used as working elec-
trodes; the second working electrode was a plati-
num (Pt) microelectrode, while a saturated calomel 
electrode (SCE) was used as reference electrode. 
On the other hand, for PC the same electrochemi-
cal cell was used, but in this case, the platinum mi-
croelectrode was substituted by a sintered graphite 
rod and it was used as counter electrode.
2.4. Electrochemical measurements
In order to stabilize the redox reactions, the cor-
rosion potential (Ecorr) was measured during 20 
minutes. It is important to point out that with this 
time, the Ecorr got a stable value indicating that 
the anodic and cathodic reaction have the same 
values.  The electrochemical techniques used were 
potentiodynamic polarization curves (PC) and 
electrochemical noise (EN).
Polarization curves (PC) 
They were recorded from -1.4 to 0 V vs SCE and the 
sweep rate from 50 and 0.5 mV*s-1. All PC were car-
ried out at room temperature atmospheric pressure 
and without stress conditions.
Electrochemical noise (EN) 
The sampling frequency was 1 Hz. Each measure-
ment of EN consisted of 1200 data points and this 
was carried out at different exposure time. The EN 
data were analyzed in time and frequency domain. 
In time domain, the EN data were analyzed with the 
localized index (LI), noise resistance (Rn) and tran-
sients of current and potential. Meanwhile in fre-
quency domain, the EN data were analyzed with the 
fast Fourier transform (FFT) and the maximum en-
tropy method in order to get the noise impedance.
2.5. Slow Strain Rate Tests (SSRT)
SSRT were carried out on smooth cylindrical ten-
sile samples, using a MCERT machine (Mobile Con-
stant Extension Rate Tests) at strain rate of 1x10-6 s-1 
in air and in a synthetic soil solution (NS4 solution). 
All SSRT were made at room temperature and atmo-
spheric pressure. The length direction of the sample 
was parallel to the circumferential direction of the 
pipeline steel with the goal if cracks appear growth 
in the longitudinal direction of the pipe as is typi-
cally observed in underground pipelines. Cylindrical 
samples with a reduced length of 2.54 cm and 0.381 
cm in diameter were machined with a total exposed 
area of 3.04 cm2. After the SSRT was completed, the 
fractured sample was removed and prepared to SEM 
examination according to ASTM G1- 03. 23 
3. RESULTS AND DISCUSSION
3.1. Steel characterization
Figure 1. Optical image of the microstructure 
of API X70 steel.
In order to characterize the X70 pipeline steel, a 
microstructural analysis was carried out by optical 
microscopy (OM). Figure 1 shows that the micro-
structure is characterized by a mixture of fine and 
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coarse polygonal ferrite grains (F) with few dark per-
lite grains (P), typical of high strength low alloy steels. 
This steel has a grain size around 20 µm, containing 
little pearlite. Metallurgical factors (heat treatment, 
residual stress, inclusions and dislocations) and mi-
crostructures obtained (phases, microvoids, grains 
form and size) affect SCC. Many researchers have re-
ported that uniform microstructures are beneficial to 
avoid SCC. 24-27 Low carbon steels produced through 
a thermo-mechanical controlled process are less 
susceptible to SCC. 25 SCC susceptibility depended 
basically of microstructures of the steel and not so 
much on the steel grade. Uniform microstructures, 
such as bainite or bainite-ferrite, were resistant to 
SCC, while inhomogeneous microstructures, such 
as ferrite-pearlite, were susceptible to SCC. This fact 
demonstrates that not only the steel grade must be 
considered in the SCC susceptibility, but rather the 
microstructure.
3.2. Slow Strain Rate Test (SSRT)
Figure 2. a) Stress-strain profiles for X70 steel in air and 
exposed to NS4 solution showing five points for EN 
measurements, 1) beginning of the test, 2) elastic zone, 3) 
yielding strength, 4) ultimate tensile strength, 5) before of 
the fracture; b) Stress-elongation profiles for X70 steel in 
air and exposed to NS4 solution. 
Figure 2a shows the stress-strain curves obtained 
from SSRT in air and NS4 solution at room tempera-
ture showing five points where EN measurements 
were carried out. Figure 2b shows stress-elongation 
curves obtained from SSRT in air and NS4 solution. 
The specimens tested in air showed the higher strain 
and elongation compared to those tested in the NS4 
solution. After perform the SSRT, the mechanical 
properties of these curves were obtained. Table 1 
shows the mechanical properties obtained for each 
test condition. These mechanical properties will be 
used to evaluate the SCC susceptibility.
Table 1. Mechanical properties obtained from the SSRT.
Condition TF YS UTS ε EL RA PE
(h) (MPa) (MPa) (%) (mm) (%) (%)
Air 42.2 566 612 14.5 3.67 84 13.2
NS4 37.6 564 575 12.9 3.28 78 11.7
TF=time to failure, YS=yielding strength (0.2% ε), 
UTS=ultimate tensile strength, ε=strain, EL=elon-
gation, RA=reduction area, PE=plastic elongation.
3.3. SCC susceptibility
Steel susceptibility to SCC is obtained evaluating its 
mechanical properties in a specific medium with re-
spect to these properties in a controlled environment 
like air. For all the SSRT changes in time to failure ra-
tio (TFR), reduction in area ratio (RAR), plastic elon-
gation ratio (PER) were obtained. 19,28 
The susceptibility to SCC was expressed in terms of 
the percentage reduction in area (%RA) calculated by 
the following expression according to the NACE TM-
0198 standard:
                  (1)
where Di  and Df are the initial and the final diameters 
of the tensile specimen, respectively.  
The reduction area ratio (RAR) after fracture for the 
specimen in the test environment (Rae) to the corre-
sponding value determined in the controlled environ-
ment (RAc) was calculated according to the following 
expression:
                (2) 
Additionally, the time to failure ratio (TFR) was eval-
uated in order to have other comparison parameter of 
the SCC susceptibility.
                                                 (3)
where TFe is the time to failure determined for the 
material in the test environment and TFc is the time 
to failure to the corresponding value determined in 
the controlled environment (air).
In similar way the plastic elongation ratio (PER) was 
calculated according to the following equations:
                (4)
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                 (5)
Where: 
PE = Plastic strain to failure (%)
EF  = Elongation at failure 2.54 (mm) 
EPL = Elongation at proportional limit 2.54 (mm) 
LI  = Initial gauge length 2.54 (mm) 
σF  = Stress at failure (MPa)
σPL = Stress at proportional limit (MPa)
Additionally to different ratios obtained, SEM ob-
servations of the gage section of SSRT specimens 
were performed to observe if cracks are present, 
especially for tests where ratios are below 0.8.  The 
index values of TFR, RAR and PER from 0.8 to 1 in-
dicate that the steel has good resistance to SCC and 
values lower than 0.8 indicate that the steel could 
be susceptible to SCC. 19,28 According to the SCC 
index presented in Table 2, the X70 steel exposed to 
NS4 solution have low susceptibility to SCC. How-
ever, the RAR present an SCC index (Iscc) lower than 
0.8, which means that steel could be susceptible to 
SCC. In this case it is necessary to corroborate this 
asseveration through SEM observations.
Table 2 . SCC index obtained from mechanical 
properties of SSRT.
3.4. Surface fracture and longitudinal cracks 
observation
The complexity of cracking phenomena in a steel 
results from the dependence of SCC susceptibility 
and hydrogen induced cracking (HIC) on multiple 
metallurgical, mechanical, and environmental pa-
rameters that may all influence both crack initia-
tion and propagation; which include composition, 
microstructure, and non-metallic inclusions in 
the steel, applied stress, composition of the elec-
trolyte, among others. Figure 3 shows SEM images 
of the fracture surfaces of X70 steel after carried 
out the SSRT in air and in the synthetic soil solu-
tion. The SSRT of the X70 steel in air presented a 
ductile fracture, and it is characterized by extensi-
ve plastic deformation and neck formation before 
failure as is shown in Figure 3a. This mechanism 
Figure 3. SEM images showing the surface fracture from X70 steel samples tested a) in air b) NS4 solution.
Figure 4. SEM images of the longitudinal sections close to surface fracture showing some micro-cracks in the gage section. 
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of ductile fracture is known as microvoid coales-
cence. 29,30 In this type of failure, microvoids in the 
metal act as stress concentrators being these sites 
where cracks initiated. These voids grow until ad-
jacent voids connect; coalescing into larger voids 
until final failure of the material occurs when the 
voids grow larger and connect. Many cavities pro-
duced by inclusions and micro-plastic deformation 
can be observed in Figure 3(a1); Figure 3(a2) shows 
an energy dispersive spectroscopy (EDS) analysis of 
these inclusions. In this type of failure, microvoids 
(sometimes produced by inclusions) in the metal 
act as stress concentrators being these sites where 
corrosion or cracks may initiate.
The SSRT of the X70 in NS4 solution presented 
a mixed brittle and ductile fracture as is shown in 
Figure 3b. A minor neck formation in surface frac-
ture was observed. However, a faceted fracture sur-
face can be observed, which is indicative of a brittle 
type of fracture. However, the SCC susceptibility of 
X70 steel exposed to NS4 solution is low.
Because of low Iscc for RAR, some observations 
through SEM were carried out in the longitudi-
nal sections of SSRT specimens. Figure 4 shows 
some images of the gage section of the SSR spec-
imen close to surface fracture. SEM observations 
revealed the presence of some micro- cracking in 
the gage section, which could be attributed to mi-
cro-deformation in this area. SEM observation it is 
very important to be sure if cracks are presented; 
and it is recommended when there is ratios lower 
than 0.8. In the last years several studies have been 
carried out using SSRT and to interpret the results 
various criteria have been propose elsewhere. 31
3.5. Potentiodynamic polarization curves
In order to assess the stress corrosion cracking 
(SCC) and to have better understanding on SCC 
susceptibility, polarization curves (PC) of X70 
pipeline steel exposed to NS4 solution, at room 
temperature and atmospheric pressure were car-
ried out. Figure 5 shows the PC obtained at differ-
ent sweep rate (sweep fast: 50 mV/s and slow sweep: 
0.5 mV/s) for X70 pipeline steel immersed in NS4 
solution.
According to Parkins 32 during the fast sweep, the 
time is really short and there is not enough time to 
formation of a corrosion products film and subse-
quently absorbed it on surface of the metallic sam-
ple. This fact indicates that the surface of the steel 
is active and constantly corroding, simulating the 
crack tip. On the other hand, in slow sweep, the 
formation of a corrosion products film on surface 
of the steel is favored, and in this case, the process 
tried to simulate the wall of the crack. The differen-
ce between sweep rates is the driving strength for 
the anodic dissolution in the crack tip, and the level 
of SCC susceptibility of the pipeline steel.
In the slow sweep, the anodic polarization cur-
ves shows an active-passive transition state (it can 
be observed with a circle in the polarization cur-
ve) in the range of -690 to -610 mV vs SCE; such 
transition has been observed in anodic polarization 
curves obtained from media that promote high pH 
SCC. 33 According to Fu et al. 34 the peak indicated 
in Figure 5 can be attributed to the formation of Fe 
(OH)2 deposits on the surface, which can then re-
act with the bicarbonate ion (Eq. 6) and become an 
insoluble layer of FeCO3 that can inhibit the anodic 
solution:
               (6)
At sweep rate of 0.5 mV/s, the corrosion potential 
(Ecorr) was -774 mV vs SCE; when the sweep rate 
increased to 50 mV/s the cathodic reaction was in-
hibited because the Ecorr and the PC were move 
to cathodic side and the electrochemical reactions 
reached a new quasi-equilibrium state (Ecorr = -850 
mV vs SCE). 35 Both anodic curves shown that the 
X70 pipeline steel suffered active dissolution, how-
ever according to Parkins, 32 the divergence be-
tween both curves was not enough to get a high 
potential to enhance SCC.
 
Figure 5. Polarization curves obtained at different 
sweep rate for X70 pipeline steel immersed in NS4 
solution.
3.6. Electrochemical noise (EN)
Figure 2 shows five different points in the stress-
strain curve where the EN measures were carried 
out. These points are a) at beginning of the test, b) 
elastic zone, c) at yield strength (YS), d) at ultimate 
tensile strength (UTS) and e) before rupture (RS).
Electrochemical noise were used to investigate 
the development of SCC process, and was evalu-
ated at the same time of SSRT was running. The 
EN measured was analyzed in time and frequen-
cy domain. In time domain the analysis of E and 
I transients, localized index (LI) and noise resis-
tance were the statistical methods used to study 
the EN. On the other hand, noise impedance was 
the method used in frequency domain.
3.6.1.Current (I) and potential (E) transients
Electrochemical current noise (I) and electro-
chemical potential noise (E) were recorded simul-
taneously. Figure 6 shows the current and potential 
transients of X70 pipeline steel of the electrochem-
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ical noise measured during the SSR tests. All EN 
measurements were carried out in five points from 
stress–strain profiles shown in Figure 2. Figure 
6a shows the E and I transients at the beginning 
of the SSR test. In this point the transients have a 
tendency to decrease in order to get a stable value; 
this behavior is attributed to the natural tendency 
to get stability between the anodic and cathodic 
reactions at the corrosion potential. It is important 
to point out that the current and potential tran-
sients were really small, but they were more fre-
quent and trending to a stable value. Figure 6b, 6c 
and 6d showed current transients with major am-
plitude and more frequency than at the beginning 
of the test. This behavior indicates an increment 
of the corrosion process as the SSRT has been car-
Figure 6. Current and potential transients of EN for X70 steel in NS4 solution obtained during SSRT at: a) beginning of 
the test, b) elastic zone, c) YS, d) UTS and e) before of the fracture.
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rying out. Figure 6e, before of the fracture, shows 
currents transients with the highest amplitude 
and frequency. This fact indicates that the highest 
corrosion rate (CR) was obtained just before of the 
fracture.
In general, is possible to point out that during all 
SSRT, the potential transients had low amplitude 
(range from 0.03 to 0.05 mV approximately) and 
the currents transients also had low amplitude (8-
12 µA) with no much frequency, but as the SSRT 
was running, the frequency of these current tran-
sients increased. This behavior could be attributed 
to the occurrence of events associated to localize 
corrosion process mainly the nucleation and initi-
ation of microcracks. Perhaps reducing the strain 
rate during SSRT helps to nucleate and grow more 
cracks that can be detected through EN. Accord-
ing to Breimesser et al. 36 SCC is characterized by 
several transient types, distinguishable by ampli-
tude, duration and charge, which indicate different 
corrosion or cracks processes. Although the steel 
and experimental conditions were different, tran-
sient shapes and occurrence frequencies showed a 
similar characteristic behavior.
Nodaways, the EN measurements to detect and 
monitor SCC processes on the laboratory using 
tensile tests has been used in several research 
works. 9-15,35-40 
According to Bertocci et al. 41-43 some SCC mech-
anisms indicate that the cracks can propagate in 
continuous way with a constant speed with ac-
tive surface generation in the crack tip, thus the 
continuous propagation of this crack can provide 
information about electrochemical noise, specifi-
cally transients with really low amplitude and low 
frequency corresponding to the potential and cur-
rent signals, such is the information showed in the 
present research and for that reason is possible to 
say that in spite of that EN data have low amplitude 
and frequency, the microcracks generated in the 
SSRT indicate a localized corrosion process.
3.6.2 Localized index (LI)
LI is the distribution measure data around of the 
root mean square of current. Equation 7 shows the 
parameters used in the calculation of LI.
                              (7)
Where 
 
     (7) 
 
Where 𝜎𝜎𝐼𝐼 and 𝑅𝑅𝑅𝑅𝑅𝑅𝐼𝐼 is the standard deviation and root mean square of current. 
LI has values from 0 to 1. Where Values close to 1 indicate localized corrosion, whereas, values 
close to 0 indicate general corrosion. 8,44 Table 3 shows the values range for LI and its relation 
with the corrosion type according with the morphology of the attack. Table 4 shows the LI 
values calculate by EN data obtained by X70 pipeline steel corrosion in NS4 solution. These LI 
are presented as a function of the conditions on the stress–strain profile. The LI values showed 
in this table indicate that the corrosion type from the beginning of the test until yield strength 
region correspond to a general corrosion type. This behavior is attributed to two factors, first of 
all, to the fact that a corrosion products film was adsorbed on surface of the steel sample 
provoking low current signals, remembering that the NS4 solution has carbonates. Second, the 
current signal of X70 pipeline steel in NS4 solution has really low amplitude and low frequency 
41-44 as was showed in Figure 6. The LI values in the region of UTS and before the fracture 
indicate that a mix process dominates the total corrosion process. Thus, the steel sample in these 
two conditions is attacked by general and localized corrosion. The general corrosion is 
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indicate localized corrosion, whereas, values close 
to 0 indicate general corrosion. 8,44 Table 3 shows 
the values range for LI and its relation with the 
corrosion type according with the morphology of 
the atta k. T ble 4 shows the LI values calculate by 
EN data obtained by X70 pipeline steel corrosion 
in NS4 olution. These LI ar  presented as a func-
tion of the conditions on the stress–strain profile. 
The LI values showed in t is table i dicate that the 
corrosion type from the beginning of the test until 
yield strength region correspond to a general cor-
rosion type. This behavior is attributed to two fac-
tors, first of all, to the fact that a corrosion products 
film was adsorbed on surface of the steel sample 
provoking low current signals, remembering that 
the NS4 solution has carbonates. Second, the cur-
rent signal of X70 pipeline steel in NS4 solution 
has really low amplitude and low frequency 41-44 as 
was showed in Figure 6. The LI values in the re-
gion of UTS and before the fracture indicate that a 
mix process dominates the total corrosion process. 
Thus, the steel sample in these two conditions is 
attacked by general and localized corrosion. The 
general corrosion is attributed to the corrosion 
products film that it was adsorbed on surface of the 
steel and the localized corrosion is attributed to the 
cracking induced by SCC. It is important to point 
out that the mix corrosion process begin in UTS 
region for that reason is possible to note that the 
nucleation (it should be by pitting) and formation 
of the crack were in the plastic zone of the stress–
strain profile.
Table 3. Correlation between localized index (LI) and 
corrosion type.
Table 4. Localization index as a function of conditions 
on the stress–strain profile.
3.6.3. Electrochemical noise resistance (Rn)
Noise resistance was calculated at selected condi-
tions of the stress–strain profile. Rn was estimated 
from the potential and current time records 8,45,46 
nd was calculated according to equation 8.
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interface electrolyte-metal not to be affected and the corrosion products film can formed on 
surface of the steel generating low signal of electrochemical noise current. In the UTS and just 
bef re the frac ure,  electrochemical noise currents increase, this behavior should be 
attributed to the nucleation and subsequently formation of the cracks. It is important to point 
out that when the stress in the SSRT exceeds the elastic limit of the steel sample, a significant 
movement of the dislocations occur and active places are generated on surface of the steel 2 
provoking the rupture of the corrosion products film adsorbed on surface of the steel and mainly 
it collaborate actively in the formations of the cracks. 
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the CR obtained fr m lectrochemical noise resis-
tance (Rn), and the stress profile versus time. This 
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and before rupture, the CR increased in a consid-
erable form, to finally, get the maximum CR before 
failure. In addition, where the steel sample is under 
stress in the elastic zone, some crystal defects, like 
dislocations, oscillate around its equilibrium po-
sitions, but they do not move provoking with this 
behavior that the interface electrolyte-metal not 
to be affected and the corrosion products film can 
formed on surface of the steel generating low signal 
of electrochemical noise current. In the UTS and 
just before the fracture, the electrochemical noise 
currents increase, this behavior should be attribut-
ed to the nucleation and subsequently formation of 
the cracks. It is important to point out that when 
the stress in the SSRT exceeds the elastic limit of 
the steel sample, a significant movement of the dis-
locations occur and active places are generated on 
surface of the steel 2 provoking the rupture of the 
corrosion products film adsorbed on surface of the 
steel and mainly it collaborate actively in the for-
mations of the cracks.
Figure 7. Stress profile and CR as a function of the time. 
CR was obtained by Zn and Rn in NS4 solution. Five 
conditions where used: beginning of the test, elastic 
zone, YS, UTS and before of the fracture.
3.6.4. Electrochemical noise impedance (Zn)
In frequency domain, the electrochemical noise 
analysis was carried out transforming the domain 
time data to power spectrum. Spectral estima-
tion is the process of estimating the amplitude of 
the various frequencies present in a signal (power 
spectrum). There are many ways in which a power 
spectrum can be estimate, but two are commonly 
used with electrochemical noise signals, the Fouri-
er transform in the form of Fast Fourier Transform 
(FFT) and maximum entropy method (MEM). As 
the methods are commonly used, FFT produces 
noisy spectra, whereas the MEM produces smooth-
er spectra. 8 According to equation 9 is possible to 
estimate the Zn values. 44 
               (9)
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electrochemical noise currents increases, these should be attributed to the nucleation and 
subsequently formation of cracks. It is important to note that when the stress, in the SSRT 
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here  𝑃𝑃𝑃𝑃𝑃𝑃𝐸𝐸  and  𝑃𝑃𝑃𝑃𝑃𝑃𝐼𝐼 are the power spectrum density of the potential and cur ent 
respectively. Figure 7 also shows the CR obtained from electrochemical noise impedance (Zn), 
and the stres  profile versus time. The behavior of CR values obtained by Zn is similar to the 
behavior of the CR values obtained by Rn. The CR at the begin ing of the test, in the elastic 
zone and in the yield strength tends to decrease. From YS and UTS zone, the CR start to 
increase, to finally get the maximum CR before fracture. These behaviors indicate that 
conditions on S RT to form cracks are obtained. From UTS and just before the fracture, the 
electrochemical noise cur ents increases, these should be attributed to the nucleation and 
subsequently formation of cracks. It is important to note that when the stres , in the S RT 
exce ds the elastic limit of the ste l sample the movement of the dislocations can produce 
cracks that they ac elerate the cor osion proces . 
In general is pos ible to say that the behavior of CR of the ste l sample obtained in the time 
 t  ower spectrum den-
sity of the potential and current respectively. Figure 
7 also shows the CR obtained from electrochemical 
noise impedance (Zn), and the stress profile versus 
time. The behavior of CR values obtained by Zn is 
similar to the behavior of the CR values obtained by 
Rn. The CR at the beginning of the test, in the elas-
tic zone and in the yield strength tends to decrease. 
From YS and UTS zone, the CR start to increase, 
to finally get the maximum CR before fracture. 
These behaviors indicate that conditions on SSRT 
to form cracks are obtained. From UTS and just 
before the fracture, the electrochemical noise cur-
rents increases, these should be attributed to the 
nucleation and subsequently formation of cracks. It 
is important to note that when the stress, in the 
SSRT exceeds the elastic limit of the steel sam-
ple the movement of the dislocations can produce 
cracks that they accelerate the corrosion process.
In general is possible to say that the behavior of 
CR of the steel sample obtained in the time domain 
(Rn) and frequency domain (Zn) are similar and 
they are agree with the analysis of the potential and 
current transients and LI results. Thus, the current 
transients and LI results indicating that low elec-
trochemical noise current signals were obtained at 
the first three conditions of the SSRT and from YS 
and UTS until fracture, the electrochemical noise 
current signals were higher and these were attribut-
ed to the nucleation and formation of micro-cracks.
4. CONCLUSIONS
Electrochemical current and potential noise mea-
surements were performed on API X70 pipeline steel 
samples during SSRT in order to monitor the SCC 
process. According to electrochemical noise study, 
is possible to say that the fluctuations of electro-
chemical noise current during the first three stag-
es of the strain-stress curves (beginning of the test, 
elastic zone, YS), the corrosion process is dominate 
by general corrosion, but this fact is not entirely true, 
because this behavior really has a great influence of 
the localized corrosion, and the performance of the 
current in the corrosion process is mainly attributed 
to the fact that a corrosion products film that cov-
ered the surface of the steel sample and the micro-
cracks can generate electrochemical noise current 
with low frequency and also low amplitude. From 
YS and UTS until before the fracture, the electro-
chemical noise current increase and consequently 
the corrosion rate also increased. Localization in-
dex increased during the straining (in YS and UTS 
mainly), indicating the presence of localized events 
such as pits or cracks. This behavior is attributed to 
the nucleation and formation of some microcracks. 
A superficial analysis by SEM revealed the presence 
of some micro-cracking in the gage section of SSRT 
specimens. According to SCC index, SEM observa-
tions and electrochemical study, the X70 steel has 
low SCC susceptibility at the conditions studied.
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